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BRIDGE NO. 40 ON US 158
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GRANVILLE COUNTY

2018 STANDARD SPECIFICATIONS

The following roadway english standards as appear in "Roadway Standard Drawings"- Roadway Design

Unit - N. C. Department of Transportation - Raleigh, N. C., dated January 2018 and the latest

ALEXANDER D. SNIDER, PE

N.C.B.E.L.S.  License Number: F-0116

555 Fayetteville St, Suite 900  Raleigh, N.C. 27601

HDR Engineering, Inc. of the Carolinas
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STRUCTURAL STONE

SEDIMENT CONTROL STONE
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MATTING

EXCELSIOR

MATTING

EXCELSIOR

CLASS B STONE

PAM

INSET A

See Inset A

  USE EXCELSIOR FOR MATTING MATERIAL AND ANCHOR

MATTING SECTION AT TOP AND BOTTOM WITH CLASS B STONE.

TO TOP OF MATTING SECTION AND AFTER EVERY RAINFALL

EVENT THAT EQUALS OR EXCEEDS 0.50 INCHES.

MATTING

EXCELSIOR
CLASS B STONE

   R/W SHEET NO.

SHEET NO.PROJECT REFERENCE NO.

   R/W SHEET NO.

SHEET NO.PROJECT REFERENCE NO.

NOT TO SCALE

EXCELSIOR MATTING AND POLYACRYLAMIDE (PAM)

TEMPORARY ROCK SILT CHECK TYPE 'A' WITH 

TO BE APPLIED TO EACH ROCK SILT CHECK.

MATERIAL, AND ANALYZE FOR APPROPRIATE PAM FLOCCULANT

A SOIL SAMPLE FROM PROJECT LOCATION, AND FROM OFFSITE

  PRIOR TO POLYACRYLAMIDE (PAM) APPLICATION, OBTAIN

  INITIALLY APPLY 4 OUNCES OF POLYACRYLAMIDE (PAM)

(4 OZ.)

H = 2' MIN

1' MIN

1' MIN

ACCORDANCE WITH ROADWAY STANDARD DRAWING NO. 1633.01.

  INSTALL TEMPORARY ROCK SILT CHECK TYPE A IN

NOTES:
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SHEET NO.PROJECT REFERENCE NO.

  DIVISION OF HIGHWAYS
STATE OF NORTH CAROLINA

SITE DESCRIPTION

SOIL STABILIZATION TIMEFRAMES

STABILIZATION TIME

7 DAYS

TIMEFRAME EXCEPTIONS

PERIMETER DIKES, SWALES, DITCHES AND SLOPES

HIGH QUALITY WATER (HQW) ZONES 7 DAYS NONE

SLOPES STEEPER THAN 3:1 7 DAYS
IF SLOPES ARE 10' OR LESS IN LENGTH AND ARE

NOT STEEPER THAN 2:1, 14 DAYS ARE ALLOWED.

NONE

SLOPES 3:1  OR FLATTER 14 DAYS

14 DAYS

7 DAYS FOR SLOPES GREATER THAN 50' IN

LENGTH.

ALL OTHER AREAS WITH SLOPES FLATTER THAN 4:1 NONE, EXCEPT FOR PERIMETERS AND HQW ZONES.
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TEMPORARY 
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SEE PROJECT SPECIAL PROVISIONS
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CONSTRUCTION SHEET 04

EROSION CONTROL FOR

CLEARING AND GRUBBING

LOCATED WITHIN R/W OR EASEMENT.

ALL EROSION CONTROL DEVICES SHOWN ARE
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CLEAN WATER DIVERSION
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1' MIN.

1:2

SOIL STABILIZATION GEOTEXTILE

STABILIZE EXCAVATED MATERIAL

1' MIN.
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FINAL EROSION CONTROL 

CLEAN WATER DIVERSION

OFFSITE CLEAN WATER

1' MIN.

1:2

SOIL STABILIZATION GEOTEXTILE

STABILIZE EXCAVATED MATERIAL

1' MIN.

(Not to Scale)

ISSUED: JUNE 15, 2017

CERTIFICATION NUMBER: 3064

ALEXANDER D SNIDER, PE

LEVEL III CERTIFIED BY:

DIKE

IMPERVIOUS
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F
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F
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